(NewsSTADoor Closer 7000 Series Installation Instruction Sheet

DTMT12

SINCE 1919
Thank you for purchasing the Model Number opicable Door |vaxmumpoor|  BEfOre installation work
New Star Door Closer. ‘ Sterdand nsalerion ___Parallel Am Instalation imensions o @ Refer to the packing list and check the contents of the box. The parts
Carefully read this installation ~ [WihoutHoldopen|  With Hold-open | Without Hold-open | With Hold-open vary in shape depending on the model number. Contact your dealer if
instruction sheet as well as 7001 S-7001 s e P-7001 PS-7001 800X1800 30 there should be any missing parts.
corresponding operation 7002 S-7002 . P-7002 PS-7002 900%2100 45 @® The door will feel heavy at the time of opening due to the force of the
manual in advance for the f 7003 |S-7003 - P-7003 PS-7003 | 950x2100| 65 fsg'gggofaILe(; g;e”?;;g'f;;;': t'::tzgz‘:')(" is impossible to reduce the
correct installation and use o ! ! -
the product. 7004 S-7004 ’ P-7004 PS-7004 1050%2400 85 @® This product is used for both right and left opening doors. To change the

7005 S-7005 . P-7005 PS-7005 1200%X2400 120 opening direction, move the product upside down.

Read through the following precautions and make sure that you fully understand them
in order to extend the life of our products and ensure the safe use of them.

. The door will close too quickly if oil leaks from the product and may pinch fingers or come in contact
with human bodies, thus causing the people to trip, slip, or fall resulting in injury. Promptly repair or
replace the product if the door fails to close slowly because of oil bleeding or leakage and causes a
hydraulic pressure fall in spite of speed adjustments. Closing or opening the door forcibly may result in
oil leakage and product failures. Do not shut the door forcibly while the door is closing automatically.
2. At the time of speed adjustment, make sure that the adjustment valve will not protrude from the
surface of the product. Loosening the adjustment valve in excess will result in oil leakage. Setting an
extremely large difference between the primary speed and secondary speed may result in
malfunctioning.
*The proper closing time from 90Uis 5 to 8 seconds (provided that the door width is 900 mm).

3. Do not use the product in places exposed to water (e.g., pools, bathrooms, or outdoors).

<<Precautions for installation>>

1. Securely install the frame and the reinforcement (back plate) of the door so that the door can
be opened and closed safely.

2. Do not drive in any parts at the time of mounting or installation.

3. Tighten the mounting screws of the hardware securely so that the screws will not come loose.

HDoor Closing Speed Adjustment

Each valve can make 1st and 2nd speed adjustments as well as latching adjustments independently.
Setting an extremely large difference between the 1st and 2nd may result in malfunctioning.
* The proper closing time from 90[is 5 to 8 seconds (provided that the door width is 900 mm).

#7001~7003 #7004-7005

1st Speed

1st Speed
Adjusting Valve

1st Speed

2nd Speed_._ 2nd Speed

Range of Adjusting Valve
Latching Latching Speed
Action Adjusting Valve

Adjusting Valve

HStop Angle Settings You can stop the door at any angle from 70° to 120°.
Standard Installation

Closing Speed Adjustment Latching Adjustment
Adusting Va =\ N
justing Valve Faster @ Slower Faster @ Disengage

2nd Speed Latching function (standard feature)
Adjusting Valve The latching speed can be adjusted for closing the door properly
Latching Speed (effective when the frame is airtight or the latch is stiff).

Stop ball Stop bracket seat
State of notches
/Slcp cam
=— Notches
Tighten the parts so that they
will be engaged perfectly. O
\ i (Most important)
Main arm ' Fastening nut
Open the door to the desired stop position while the stop ball is caught by the
stop cam, and tighten the fastening nut. (At the time of shipping, the stop ball is X
caught by the stop cam, and the main arm is set so that the main arm will rotate.
Never separate the parts connecting the main arm and stop bracket seat.)
Be sure to engage the main arm and the notches of the stop cam securely.

(There is a backlash margin. Therefore, the arm returns slightly from the set angle.)
In the case of readjustments, loosen the fastening nut after confirming that stop
ball is caught by the stop cam, open the door to the desired stop position,
and tighten the fastening nut.

[Tool used]
Spanner or adjustable wrench

4. Be careful not to open or close the door suddenly if a strong wind is blowing, or otherwise the door may
pinch fingers or come in contact with human bodies. Do not open the door in excess of the open limit angle,
or otherwise door, wall, and product damage may result. Moreover, product damage may lead to a major
accident with the door toppled down. In the case of installing the product in a windy location, select a
product model a rank higher from the catalog and take safety measures, such as the installation of a
windbreak space, doorstop, or one-way opening door.

5. Be sure to use the Door Closer provided with a thermal fuse for a door of normally open fireproof or smoke-
proof type. (Keep in mind that connecting and disconnecting the doorstop repeatedly will result in fuse
rupture.) Usually use the Door Closer of parallel type if the door is provided with a pocket, in which case,
however, make sure that the pocket is deep enough because the door requires a return margin as thick as
the width of a single door.

6. Do not let children hang on the door or hardware and play.

<<Safety checks>>

Check the following items in addition to the items specified as precautions.

1. Check that the hardware operates smoothly.

2. Check that the Door Closer is free of deformation, damage, noise, or wobbles.
3. Check that no screws are loose or falling off.

HMBackcheck Function (Optional)

This function uses hydraulic pressure to prevent the door from opening
rapidly when a strong wind or external force is imposed in the opening
direction of the door. You can open the door slowly in the backcheck section
though the opening force is felt a little heavier.

70°~85"

Backcheck

Section Backcheck

Adjusting Valve

7o\
Weak @ Strong

Parallel Installation

State of notches

Notches

Tighten the parts so that they
| will be engaged perfectly.
Stop cam (Most important)

/ Stop ball
Stop bracket seat
Open the door to the desired stop position while the stop ball is caught by the
stop cam, and tighten the fastening nut. (At the time of shipping, the stop ball is
caught by the stop cam, and the bracket is set so that the bracket will rotate.
Never separate the parts connecting the bracket and stop bracket seat.)
Be sure to engage the bracket and the notches of the stop cam securely.
(There is a backlash margin. Therefore, the arm returns slightly from the set angle.)
In the case of readjustments, loosen the fastening nut after confirming that stop
ball is caught by the stop cam, open the door to the desired stop position,
and tighten the fastening nut.

Bracket
[Tool used] Desired

. e it
Spanner or adjustable wrench Stop position Stop cam

Stop ball
S o (ower ide of Ifthe nut is not tightened securely or the engagement (Door closing position) Notches on lower side of bracket
N fh Georth A (o 111{[o], 1] of the bracket and cam notches is not insufficient, - ™ Notches on upper side of cam
(s%%qiif’,ﬁ‘a”n"s"if’ csi'rcir?wfersnacg‘ a stop failure will occur and parts damage may result. Stop bracket seat (60 equal parts of circumference)
Standard Installation Parallel Installation WStop Force Adjustments

Adjusting valve side

Rigid frame

(hanging base side) Rigid frame

Left Opening Left Opening

Door closing speed
Door closing speed Adjusting valve side

(hanging base side)

The stop force is set to maximum.
Upper frame To weaken the force, loosen the nut,
disconnect the adjusting screw rod from
the stop bracket seat, and turn the stop
adjusting screw counterclockwise little
by little.

Door-end side
Adjusting screw rod

Flat-blade screwdriver

Upper frame
Door closing speed

Adjusting valve side

o
Door-end side
[ a®

Rigid frame
(hanging base side)

Right Opening
Upper fral

Weaker ®

Door closing speed
Adjusting valve side

Rigid frame
(hanging base side)

* This figure is for wooden frames and doors. The mounting screws vary with the material of the upper frame and door.



Without Hold-open

With Hold-open

7001 S-7001
7002 S-7002
7003 S-7003
7004 S-7004
7005 S-7005

(

(4.5)

Back Plate 3.2t Min.
(not included)
[Te]

Top
Jamb

Size the same with or without hold-open.
Left-hand application with hold-open shown.

(4.5)

Standard Installation

Back Plate 3.2t Min.(not included)

179(185)

2-M5X16 Countersunk Screw

(P=0.8)

Ceiling

\\\\\\\\\\:\\\\\\\

(4.5)
Back Plate 3.2t Min.
(not included) 25.5(30)
~45(53)~
| Door |

The (S)-7001 and (S)-7002 are provided with the
following mounting woodscrews.
For wooden frames: 2-5.1 x 25 oval countersunk woodscrews
For wooden doors: 4-5.1 x 25 countersunk woodscrews
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Min. 4

Min. 50
Withou
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Lower side of upper frame

1st and 2nd Speed
Adjusting Valves

2-M5X10 Oval Countersunk Screw(P=0.8) 40 220
2Jamb wl |—'—|
Door L [ . ‘ — 8L
S ra———r
ey ;» s ay
i
L [T
4-M5X12 .
Countersunk Screw 131(125) 59(65)
(P=0.8) 190 120
149(155) 81(93)— —
230(248)

Y)Measurements in brackets are for 7004, S-7004, 7005 & S-7005.

Standard Installation

(45

)
Back Plate 3.2t Min.(not included)

Size the same with or without hold-open.
Right-hand application with hold-open shown.

179185

Hinge

2-M5X16 Countersunk Screw

1st and 2nd Speed

Adjusting Valves

(P=0.8)

Ceiling (4.5)
- / Back Plate 3.2t Min.
5% 88
=35 35

Jamb

Lower side of upper frame

(4.5)
Back Plate 3.2t Min.
25.5(30)|  (not included)

‘ 220 r~40— 2-M5X10 Oval Countersunk Screw(P=0.8)
| ~45(53)
il ﬁ 70 o Jamb | Door|.
I ; i S
i i S DS 3 -t
[T : The (S)-7001 and (S)-7002 are provided with the
4-M5X12 . .
—59(65) —~———131(125) Countersunk Screw following mounting woodscrews.
120 190 (P=0.8) For wooden frames: 2-5.1 x 25 oval countersunk woodscrews

L — ——81(93) 149(155) For wooden doors: 4-5.1 x 25 countersunk woodscrews

230(248)

( )Measurements in brackets are for 7004, S-7004, 7005 & S-7005.

This figure is for G1-type, BC-type, and DA-type products.



Parallel Installation Without Hold-open |  With Hold-open
P-7001 PS-7001
P-7002 PS-7002

Hiqge (4.5)

179(185) 5157 Back Plate 3.2t Min (not included) P-7003 PS-7003
é\ i P-7004 | PS-7004
L : |
= | | P-7005 PS-7005
Jamb ) 4] & i Size the same with or without hold-open.
= Wu‘)g 4 [ S =2 ‘ Left-hand application with hold-open shown.
S| N ) 2-M5X16 Countersunk Screw(P=0.8) T b
53 B — g 70E8 ) Topdam
e g S ) .
532 T ‘ ; Back Plate 3.2t Min. |-108. H_l
% S — e /‘ (not included) T } ]
= 265(330)
1st and 2nd Speed &
Adjusting Valves [}
4-M5x12 Oval Countersunk Screw(P=0.8) ) &
90 76 (4.5) L (4.5)
18— 40— Back Plate 3.2t Min.(not included) Y 125.5/ "\ Back Plate 3.2t Min.
s | @0 (not included)
e Top Jamb 565
‘ T ) Door
T \= 5 .
f oor
'-L = ; ‘ I - % The P(S)-7001 and P(S)-7002 are provided with the
& 7j’1*77 77774; 5 following mounting woodscrews.
~ & | = For wooden frames: 4-5.1 x 25 oval countersunk woodscrews
| N
' For wooden doors: 4-5.1 x 25 countersunk woodscrews
4-M5X12
--59(65) 131(125) _
120 ' 190 Countersunk Screw(P=0.8) Be sure to keep the following conditions (for the widths
L 81(93)— 149(155) indicated by the letter W in the drawing) if the Door Closers
i e 230(248) are opened 180° for use.
P(S)-7001 to P(S)-7003: 70 max.
P(S)-7004 to P(S)-7005: 100 max.
( )Measurements in brackets are for P-7004, PS-7004, P-7005 & PS-7005.
Size the same with or without hold-open. Paral |e| |nsta| |ation
Right-hand application with hold-open shown. )
(4.5) 1 Hinge
Back Plate 3.2t Min.(not included) 79(185)

Top Jamb ﬂO(BS)T

(4.5) ‘ :
- ﬁﬁ. Back Plate 3.2t Min. \
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N
|

[ } : Ll (not included) | { Jamb
Q| ;&gco 1B
s 2-M5X16 Countersunk Screw(P=0.8) 0 PN L S
By = 2208 ——" B8as
2 e — 90 cgg
o] b — 7 £
(4.5) ; | — —— € E
Back Plate 3.2t Min. / x 265(330) =
(not included) & 1st and 2nd Speed
Adjusting Valves
| Door| 4-M5x12 Oval Countersunk Screw(P=0.8)
Back Pl (g'g) Mi included e %0
ack Plate 3.2t Min.(not included) —40—-18-
The P(S)-7001 and P(S)-7002 are provided with the § Top Jamb S -
following mounting woodscrews. ¢ R [ ‘ T ‘ i
For wooden frames: 4-5.1 x 25 oval countersunk woodscrews Door e —————— [ — 3
For wooden doors: 4-5.1 x 25 countersunk woodscrews = By - —= J
3 s R o
Be sure to keep the following conditions (for the widths = /ﬁ* ‘ =
indicated by the letter W in the drawing) if the Door Closers ' L 1T
B 4-M5X12
are opened 180° for use. Countersunk Screw(P=0.8) ——131(125) —+-59(65)—
P(8)-7001 to P(S)-7003: 70 max. 190 120
P(S)-7004 to P(S)-7005: 100 max. ———149(155) —81(93) —
230(248) —— TR

( )Measurements in brackets are for P-7004, PS-7004, P-7005 & PS-7005.

This figure is for G1-type, BC-type, and DA-type products.

(NEW-STAR) NIPPON DOOR CHECK MFG. CO., LTD.

SINCE 1919

Tokyo Head Office {Overseas Division) Osaka Head Office
27-9, 1-chome, Ryusen, Taito-ku, Tokyo 110-0012, Japan 17-10, 3-chome, Tatsumi-higashi, Ikuno-ku, Osaka 544-0014, Japan
Phone: +81-3-5603-7948 Fax: +81-3-3875-6823 Phone: +81-6-6758-1251  Fax: +81-6-6758-0728

E-mail: trade @ e-newstar.co.jp
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